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EXCALIBUR

- variable height=29.5”- 83.35”
- double sided
- graphic tensioner
- integrated pole storage
- telescopic pole

- variable height=29.5”- 83.35”
- double sided
- graphic tensioner
- anti-slip strips along base
- integrated pole storage
- interchangable graphic cassette
- telescopic pole

- standard height=83.25”
- features a gunmetal anodized 

body & cast chrome end plates
- roller access via flip top lid & 

removable self-locking graphic 
roller mechanizm

- quick change graphic slider
- adjustable feet on base are useful 

on uneven floors
- 3-piece bungee corded pole & 

premium top rail

EXC

BARRACUDA

- variable height=29.5”- 83.35”
- graphic tensioner
- integrated pole storage
- telescopic pole

BCD BLD-LX-GRY

ADVANCE

BLADE LX

ADV
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ORIENT

- standard height=83.25”
- anodized silver or black
- molded end plates
- 3-piece bungee corded pole

PACIFIC

- standard height=83.75”
- anodized silver
- molded end plates
- swivel-out foot
- 3-piece bungee corded pole

PAC-800-S

PAC-920-S

PAC-1000-S

black: CN-48-B

silver: CN-24-S
black: CN-24-B

silver: ONT-800-S
black: ONT-800-B

silver: ONT-DBL-800-S
black: ONT-DBL-800-B

silver: CN-30-S
black: CN-30-B

silver: ONT-920-S
black: ONT-920-B

silver: ONT-DBL-920-S
black: ONT-DBL-920-B

silver: CN-36-S
black: CN-36-B

silver: ONT-1000-S
black: ONT-1000-B

silver: ONT-DBL-1000-S
black: ONT-DBL-1000-B

CONTENDER

- standard height=77.5” or 105” high 
with optional 4th pole

- swivel-out foot
- powder coated silver or black finish
- laser cut steel ends & swaged pole
- made in the U.S.A.

ORIENT 2

- standard height=83.25”
- double-sided
- anodized silver or black
- molded end plates
- 3-piece bungee corded pole
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LIGHTNING

- standard height=77”
- snap-lock graphic rails
- 3-piece bungee corded pole

LTNG
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DASH
MEGA 1 & 2

- variable height=up to 
93.5”

- stable, anodized aluminum
- quick & easy to erect

DASH LITERATURE 
pocket

- graphic height=44”
- separate 3 pocket literature 

dispenser option to attach to 
a Dash unit

single sided: DSH-M-L-1
double sided: DSH-M-L-2

single sided: DSH-ME
double sided: DSH-ME-2
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UNO

- variable height=35”- 
85.5”

- powder coated black 
weighted base

UN-1-ST

UN-1-MG

UN-1-MO

DASH 1 & 2

- variable height=up to 78.5”
- stable, anodized aluminum
- quick & easy to erect

single sided: DSH-M-1
double sided: DSH-M-2

PEGASUS

PEGASUS
MINI

- both feature variable 
height=36”- 96”

- backwall or backdrop
- single or double sided
- dual telescopic poles

silver: PGSUS-S
black: PGSUS-B

silver: PGSUS-MIN-S
black: PGSUS-MIN-B
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WIND DANCERWIND DANCER
LT

- adjustable height=up to 17’3”
- flag is approximately 3’6” wide
- hollow base can be filled with either
	 water or sand as weighing agent
- easy to position, erect, and remove

- adjustable height=up to 
13’6”

- hollow base can be filled 
with either water or sand as 
weighing agent

- easy to position, erect, and 
remove

WIND-MXWIND-LT

BLAST

- display up to 5 flags 	
simultaneously

- bungee corded poles 
fabricated from hybrid 
aluminum/steel

- powder coated steel 	
base

- comes with 4 ground 	
spikes & rubber mallet

BLST

WIND DANCER 
SPIRE

- adjustable height=up to 
17’3” tall

- allows a standard Wind 
Dancer to be converted 
to a double-sided “V” 
shape banner

- Wind Dancer Spire 
conversion is not 
intended for outdoor 
use

Wind Dancer Lanyard 
allows a standard Wind 
Dancer or Wind Dancer 
LT to be converted into 
a flagpole
WND-MX-FPCK

WIND-MX-FPCK2
SPINNAKER

- portable outdoor 
billboard

- maximum graphic area 
of 8’w x 8’h (weather 
& wind conditions 
permitting)

- single or double sided
- units can be linked 	

together for added 
impact

SPKR
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WHIRLWIND

- front-loading snap frames 
constructed from aluminum 
& powder-coated steel

- includes clear lens cover
- quick & easy graphic changes
- dual-spring design flexes to 

withstand wind gusts
- compact durable base can 

be filled with water or sand 
for extra stability

- comes with wheels for easy 
installation & removal

WHRL-WND
ROCKET

- 3 legs can be filled with water 
or sand

- single or double sided
- spring-loaded graphic support 

1/8” coroplast plastic or similar 
substrate recommended

- product ideal for contour cut 
custom graphics

- graphic size may vary

RCKT

ZOOM

- can be used indoors 
or out

- graphic rotates in wind
- water fillable donut 

adds stability
- graphic printed on flag 

material
- double sided graphic is 

available
- both floor base & 

ground stake included

ZOOM

STORM PRO

- variable height= 61.5” or 86”
- excellent strength and 

stability
- hollow fillable base
- telescopic support pole & 

central hub
- graphic can rotate horizontal 

or vertical
(graphic does not rotate 
when set to maximum height)

single sided: STRM-PR
double sided: STRM-PR2

MONSOON

- semi-portable double-sided billboard
- strong frame is quick & easy to assemble
- includes ground stakes & bungee rope
- banner & grommets not included

MONSN-2

SPINNAKER

CAMPAIGN

- quick assembly
- strong & easy to 

clean plastic parts

CP-B1 OUTDOOR




